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QuickChange:
Changing blades 
in no time at all!

REPR INT



Sonderdruck aus 44/2016

Messerwechsel im Handumdrehen
Krone bietet mit dem „QuickChange“ ein pneumatisches Werkzeug zum schnellen Wechsel von 
Messerklingen an. Landmaschinenhändler Joachim Gahl aus Friedeburg (Niedersachsen) hat das 
Gerät getestet. 

Krone

In der Mähsaison gehört das Wechseln der 
Messerklingen fast täglich zur Aufgabe 
von Landwirten, Lohnunternehmern oder 

Landmaschinenmechanikern. Der Hersteller 
Krone aus Spelle hatte dafür bislang einen L-

förmigen Schlüssel angeboten. Allerdings ist 
die Arbeit sehr kraftaufwändig: Der Landwirt 
oder Mechaniker muss den Hebel zwischen die 
Federplatte des Messertellers und den Mes-
serhalter schieben und herunterdrücken, bis 

Der QuickChange wird zunächst mit der Druckluftanlage 
des Traktors verbunden. 

Werkstattleiter Stephan Rothenburg demonstriert hier 
den Messerwechsel mit dem herkömmlichen Schlüssel. 

Geschäftsführer Joachim Gahl 
und Werkstattleiter Stephan 
Rothenburg (li.) sehen im 
QuickChange ein interessantes 
Werkzeug.
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der Messerbolzen frei liegt. Dann kann er das 
Messer herausziehen und drehen oder gegen 
ein neues austauschen. „Selbst ein kräftiger 
und routinierter Mann ist bei einem Butterfly-
Mähsystem mit über 40 Klingen damit rund 

Changing blades on mowers is a       
chore famers, contractors and me-
chanics perform almost daily during 

the mowing season. Although German ma-
nufacturer Krone o� ers a special and useful 

spanner to tackle this job, this L-shaped tool 
takes a great deal of muscle power to use it: 
� e operator inserts the lever into the space 
between the cover of the disc unit and the 
blade carrier and then presses it down until 

the blade retaining pin is exposed. He then 
removes the blade and reverses or replaces 
it. “A strong and experienced operator will 
take about half an hour to change the more 
than 40 blades on a Butter� y combination,” 

General Manager Joachim 
Gahl and workshop manager 
Stephan Rothenburg (left) 
rate QuickChange as a very 
useful tool.  

FIELD TEST

Krone

Changing blades in no time at all
QuickChange from Krone is a pneumatic tool that makes changing blades on mowers a 
quick job. Farm machinery dealer Joachim Gahl from Friedeburg in Northern Germany 
has tested the system and shares his experience.

Workshop manager Stephan Rothenburg shows how 
the blades are changed with the traditional spanner.

QuickChange is connected to the tractor’s air compressor.
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eine halbe Stunde beschäftigt“, erklärt Joachim 
Gahl, Geschäftsführer der Fritz Gahl Land- 
und Hoftechnik aus Marx bei Friedeburg (Nie-
dersachsen). 

Schnellwechsler mit Druckluft

Einfacher soll die Arbeit mit dem neu-
en pneumatischen Messerwechsler „Quick-
Change“ gehen, den Krone jetzt entwickelt 
hat. Er ist geeignet für die Scheibenmäher 
ActiveMow, EasyCut und den Selbstfahrer BiG 
M. Das Gerät mit rund 3 kg Gewicht wird per
Schlauch an die Druckluftanlage des Schlep-
pers oder in der Werkstatt angeschlossen. Der
Bediener führt es an einem Handgriff. Vorn
befinden sich zwei Spreizklauen, die wie der
Schlüssel zwischen Messerhalter und Messer-
teller geschoben werden. Mit der freien Hand
betätigt der Bediener das Hebeventil hinten
am QuickChange. Per Druckluft drücken die
Spreizklauen die Federplatte des Messerhalters
nach unten und halten sie in dieser Position.
Jetzt lässt sich das Messer unter dem freilie-
genden Messerbolzen herausziehen, drehen
oder wechseln. Öffnet er das Hebeventil wie-
der, entlastet der QuickChange den Druck und

der Messerteller schwenkt in seine Position zu-
rück. Die Messerklinge ist dann wieder fixiert. 
„Die Arbeitszeit lässt sich damit halbieren. 
Außerdem fällt die Arbeit viel leichter als mit 
dem herkömmlichen Schlüssel“, hat Joachim 
Gahl mit seinem Team festgestellt. Sie haben 
den QuickChange mehrere Wochen in der 

Werkstatt getestet, ihn aber 
auch Landwirten zur Verfü-
gung gestellt. 

Gahl sieht den Vorteil vor 
allem für Lohnunternehmer 
und Landwirte, die eine große 
Fläche zu mähen haben und 
entsprechend große Mäh-
werke mit 40 und mehr Klin-
gen besitzen. Sie können den 
QuickChange auf dem Traktor 
mitführen und die Klingen 
dann schnell auch auf dem 
Feld wechseln. Da das System 
auch weniger Kraftaufwand 
benötigt, wäre es sogar für 
Menschen mit körperlicher 
Beeinträchtigung geeignet. Die 
Anschaffung des QuickChange 

könnte sich laut Gahl in kurzer Zeit über die 
eingesparte Arbeitszeit amortisiert haben.

Amortisation über 
eingesparte Arbeitszeit

Dazu macht er folgendes Rechenbeispiel auf: 
Mit einem Butterfly-System mit zwei Mähwer-
ken hinten und einem vorn lassen sich in der 
Stunde etwa 10 ha mähen. Spart der Landwirt 
beim Klingenwechsel 15 bis 30 Minuten ein, 
kann er 2,5 bis 5 ha mehr mähen. 

Einen kleinen Nachteil des Geräts gegen-
über dem herkömmlichen Schlüssel hat Gahl 
allerdings schon festgestellt: Mit dem Schlüssel 
lassen sich Staub und Pflanzenreste zwischen 
Messerteller und -halter herauskratzen, was 
gelegentlich beim Klingenwechsel gemacht 
werden muss. Das ist mit dem QuickChange 
nicht möglich, sodass man dafür noch ein an-
deres Werkzeug mitführen müsste. Unterm 
Strich lautet Gahls Fazit: „Ein interessantes Ge-
rät für die Werkstatt, aber auch zum Verkauf 
an Landwirte und Lohnunternehmer, die häu-
figer in der Mähsaison die Klingen wechseln.“

Hinrich Neumann

Die Spreizklauen werden zwischen Messer-
halter und Messerteller geschoben. 

Wird der Ventilhebel betätigt, drückt der 
QuickChange Messerhalter und -teller 
auseinander.

Jetzt lässt sich die Klinge herausziehen. 
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Mit dem Schnellwechselgerät „QuickChange“ dauert 
das Wechseln von Messerklingen nur noch halb so lang. 
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Vorn der herkömmliche Schlüssel, dahinter das pneumatische Werkzeug.
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explains Joachim Gahl who manages the 
Fritz Gahl Land- und Ho� echnik dealership 
in Lower Saxony.

Then the claws are inserted into the 
space between the blade carrier and the 
disc cover.

QuickChange is operated by air

� e new QuickChange no longer relies on 
muscle power but is operated by air and  
was developed by Krone to make changing        
blades a faster job. � e 3kg tool is designed 
for use on the manufacturer’s ActiveMow, 
EasyCut and self-propelled BiG M disc mo-
wers. It is powered either by the tractor’s air 
compressor or by a stationary compressor at 
the workshop. � e operator uses the handle 
to guide the two claws into the space between 
the blade carrier and the disc cover. Next, he 
uses his free hand to operate the valve on the 
rear of the machine. � is applies air to the 
claws so that they press down the blade car-
rier and hold it in this position. � e blade re-
taining pin is now exposed and the blade can 
be removed and reversed or replaced. As the 
operator reopens the valve, QuickChange is 
depressurised and the cover moves back into 
its working position, � xing the blade in posi-

tion. “� e tool halves the time that is neces-
sary to change the blades, and it is much ea-
sier to use than the traditional spanner”, says 
Joachim, summarising his experience and 
that of his colleagues a� er they tested Quick-
Change for several weeks at his workshop 
and a� er he also lent it out to farmers for 

testing. Joachim says it is par-
ticularly useful for contractors 
and farmers who cut large 
� elds and run high-capacity 
mowers with 40 or more bla-
des, because they can store 
QuickChange on the tractor 
and swap blades on site. Re-
quiring less muscle power to 
operate, the machine would 
even be suitable for persons of 
limited physical strength. He 
adds that the investment can 
pay o�  very quickly because 
it e� ectively cuts labour costs.

Lower labour costs result 
in excellent return

He underlines the fact by means of the            
following calculation: a Butter� y combina-
tion with two rear mowers and one front 
mower is able to harvest about 15 ha in one 
hour; using the QuickChange tool farmers 
can save 15 to 30 minutes per day, which 
translates into between 2.5 and 5 ha of ex-
tra work. � is said, he has also noticed one 
drawback over the existing spanner which 
is very handy for removing dust and debris 
that collect around the blade carrier while 
changing the blades  –  a job that is frequent-
ly necessary and obviously not possible with 
QuickChange. So operators will have to take 
along an extra tool for that. On the whole, 
he � nds QuickChange “a useful tool for pro-
fessional workshops as well as farmers and 
contractors who change mower blades fre-
quently during the season”.
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Vorn der herkömmliche Schlüssel, dahinter das pneumatische Werkzeug.
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Next, he operates the valve to supply air 
to the claws and force the blade carrier 
and the cover apart.

Last, he removes the blade.

QuickChange halves the time that is necessary to 
change the blades on mowers.

The traditional spanner and the pneumatic tool.
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KRONE o� ers the widest range of di� erent drum and 
conditioning systems for top quality maize silage.
The range stretches from the perfect biogas chop right through to long chop with intensive conditioning. 
With the KRONE chopping technology you as agricultural contractor are always able to guarantee 
your customers OptiMaize silage quality.

All you need to do is ask us!  We’ll be happy to advise you on the system that’s best for your business.

www.krone.de

KRONE

… because it’s your forage!


